
1.) Turn power off using the Central Train
      Control Button (CTC). (See Fig. 1)
Fig 1.

2.) Remove the Module port cover from the top of the Legacy cab 
     Then insert the Cab update module into the module port.

     Note: Make sure that you use the module that is labeled 
     Cab. If you use the base, the cab will not function correclty
     you will have to remove the batteries  Fig 2.
     to power down.  you will have to 
     repeat the Legacy cab update 
     instructions with the cab updae module.

(See fig.2)

3.) Press and hold the set button on the bottom of the 
     Legacy Cab. (See Fig.3)

Fig 3.

     While holding down the set button. Press the CTC 
     button to turn the power on to begin the update. (See Fig.4)
Fig 4.

Fig 5.

4.) After pressing and holding the set button while turning the cab 
    power on (CTC) the Red indicator light will start to Flash rapidly, 
    release the set button. (See Fig.5)

 5.) Once the Red indicator light stops, the cab will self start. Red 
     Your Cab will now be updated. The update will be diplayed Fig 6. Indicator
      in the Central Train Control scrolling screen. You will see Light
      Cab V #.# for the Remote and a Base V #.# for the
      base version. (See figure 6.)
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1.) Remove the power Jack from the Legacy base
     to power the Base unit down.
    (See Fig.1)

2.) Open/remove the module port cover that is above 
     the Data connector and insert the Base update
     Module. (See Fig.2)
 Fig #2
     Note: If you update with the cab Legacy Base
              module the Base will not 

              and repeat the Legacy Base 
              update again for base
              operations to fully function.

3.) On the Bottom side of the base there is a channel Center Programming LED
     select button. Press and hold the Channel select Indicator Light
     button while you plug in the power jack back into
     the base.(See Fig.3) Fig #4

Fig#3

4.) The yellow center LED will begin to Flash on the top end of the base
     the two other LED's will be on solid. The lite Lionel name on the both sides of the base will
     also flash while programming the update. Release the channel select button and wait until the
     yellow and the side Lionel LED's stops Flashing. (See Fig #4 For Programing Indicator LED location)

Fig #5
5.) The base will Restart on its own. At that time the green LED will flash 
     once followed by the yellow LED then finally the red LED. Once the base 
     restarts on its own turn the Legacy cab on. Press the CTC button once 
     again after the cab full powers up to get to the Central Train Control screen
     to verify that the new software has been installed. You will see Cab V#.#
     and Base V#.# in the Central Train Control scrolling screen.
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